












Catalyse another, ensuring that you use the correct catalyst. Always add 
extra catalyst (doubling up if necessary) and roll in vigorously.
Larger laminates may need replacing completely.

STOP! Cover the roof with a non-woven polyethylene sheet and try to 
ensure that none of the laminate gets any moisture onto it.
Always have enough polyethylene sheets with you to cover the roof. Resin 
contaminated with water will not cure and require a re-skin.

Always ensure that topcoat is applied thinly (0.5mm). This makes it 
possible to reapply another layer of either properly catalysed or 
thoroughly mixed, pigmented topcoat. If using pigment or catalyst, add 
more to the second coat.

It may be possible to clean down, abrade and re-topcoat the roof. Clean 
down with acetone and reapply in cooler conditions.

Debris needs to be removed and patched over. This can be done while 
the laminate is still wet and then patched up with a new section of 
laminate.
When the laminate has cured, the surface can be lightly rubbed  with a 
coarse sand-paper. This will highlight any imperfections. The affected area 
must then be patched with a new laminate.

It is essential to clean the resin off the surface before it cures with 
acetone. This can be used to remove resin from most surfaces including 
clothing (WARNING: acetone is extremely flammable).
If used to clean paintwork or coloured fabrics it may discolour or remove 
paint or dye from the surface.
If resin has cured onto a surface such as glass, metal or paintwork, it may 
be flicked off using a sharp edge or by vigorously rubbing with a coarse 
cloth. 
With larger spillages (e.g. driveways or walls), a hot pressure washer is the 
best choice, and strong detergents are usually necessary.

The roof may need to be completely cleaned down and wiped with 
acetone. G4 primer should then be applied on top of the laminate and 
the topcoat can be applied on top of this, but it is di�cult to guarantee 
that no topcoat delamination will occur thereafter. It is possible to use a 
PU varnish to restore the colour, but this may have to be reapplied after 
2-3 years.
The only way to guarantee the longevity of the colour is to re-skin the roof 
with another laminate.

Lift/support the ponded area to encourage water fall. Laminate over to 
ensure that there is no surface cracking.

Completely remove topcoat or laminate (or just the particular section), 
and reapply.
Topcoat: Clean with acetone and abrade the surface. Re-apply.  
Laminate: Re-apply after priming the board with G4 primer. 

Failure of resin and topcoat 
to cure/harden. 

Resin poorly mixed. Incorrect 
catalyst winter/summer). Not 
enough catalyst used.

N/A

N/A

N/A

Resin has been contaminated 
by water and will not cure

Poor adhesion and 
contamination

Deck has uptaken moisture. 
Installed without a fall. 

Applied in too hot & sunny 
conditions

This takes several years and is 
caused by erosion of the 
topcoat. It is more likely to 
occur with darker colours.

Resin or pigment not mixed 
well. 
May be contaminated by 
water.

Re-laminate the roof.

It begins to rain whilst 
laminating or topcoating

Streaky laminate/topcoat

Spillages

Debris entrapped in the 
laminate, possibly poking 
through the laminate, holes 
in laminate.

Delamination or cracking 
of topcoat/laminate

Standing water or board 
swelling

Tacky topcoat

Colour fade of topcoat

Water contamination 
(white staining of laminate)




